Template for Documenting Decisions on Gaps
	Section Numbers
	Description of Gap
	Team Conclusion
	Basis for Conclusion
	Relative Priority (H/M/L/NA)

	192.112
	192 specifies design requirements for pipe to be operated at a higher MAOP (design factor 0.8).  195 does not include such provisions
	No Change Needed
	Alternate MAOP requirements in 192 provide for safety while increasing gas throughput, which is needed to help address US Energy needs.  There is no similar policy need to provide for an alternate MAOP for HL pipelines.  Alternate MOP is not provided for in 195 and is not needed
	NA

	192.15
	Provides rules of regulatory construction for certain commonly-used words and phrases
	Change needed
	Ensure consistency in the interpretation of Parts 192 and 195 of the pipeline safety regulations
	L

	192.16
	Requires notification of customers when service includes buried customer piping that operator does not maintain.   Applicable only to gas distribution
	No Change Needed
	“Customers” for gas transmission or hazardous liquid pipelines are not individuals and have more capability/expertise for managing their equipment.  Notification is not needed
	NA

	192.273
	Provides requirements for joints other than welding.  Not in 195
	No Change Needed
	Non-steel pipe not allowed for HL service per 195.8  (Question: Are mechanical couplings never used for HL?)
	NA

	192.275
	Provides requirements for joining cast iron pipe.  Not in 195
	No Change
	Non-steel pipe not allowed for HL service per 195.8  
	NA

	192.277
	Provides requirements for joining ductile iron pipe.  Not in 195
	No Change Needed
	Non-steel pipe not allowed for HL service per 195.8  
	NA

	192.279
	Provides requirements for joining copper pipe.  Not in 195
	No Change Needed
	Non-steel pipe not allowed for HL service per 195.8  
	NA

	192.281
	Provides requirements for joining plastic pipe.  Not in 195
	No Change Needed
	Non-steel pipe not allowed for HL service per 195.8  
	NA

	192.283
	Provides requirements to qualify plastic joints.  Not in 195
	No Change Needed
	Non-steel pipe not allowed for HL service per 195.8  
	NA

	192.285
	Provides requirements to qualify people joining plastic pipe.  Not in 195
	No Change Needed
	Non-steel pipe not allowed for HL service per 195.8  
	NA

	192.311
	Provides requirements for repairing plastic pipe.  Not in 195
	No Change Needed
	Non-steel pipe not allowed for HL service per 195.8  
	NA

	192.321
	Provides requirements for installation of plastic pipe.  Not in 195
	No Change Needed
	Non-steel pipe not allowed for HL service per 195.8  
	NA

	192.507
	Provides specific test requirements for pipeline operating below 30% SMYS.  There is no similar demarcation in 195
	No Change Needed
	195.304 specifies test requirements applicable to any MOP.  
	NA

	192.509
	Provides specific test requirements for pipe operating below 100 psig.  There is no similar demarcation in 195
	No Change Needed
	195.304 specifies test requirements applicable to any MOP.  There is relatively little pipe in HL systems that operates at these low pressures
	NA

	192.511
	Specifies requirements applicable to tests of service lines.  No similar concept in 195
	No Change Needed
	There is no equivalent to the gas distribution service line/meter assembly in hazardous liquid pipelines
	NA

	192.513
	Specifies requirements for testing plastic pipe.  There is no similar provision in 195
	No Change Needed
	Non-steel pipe not allowed for HL service per 195.8  
	NA

	192.515
	Specifies that people and the environment be protected during pressure testing
	Gap Should be Filled
	The requirement is general, but there is no reason that a similar requirement should not be made applicable to HL.  (Note that EPA also regulates liquid disposal)
	L

	192.621
	Specifies requirements for MAOP for high-pressure distribution systems.  No similar provision in 195
	No Change Needed
	There is no analogue to high-pressure distribution for HL
	NA

	192.623
	Specifies requirements for MAOP for low-pressure distribution systems.  No similar provision in 195
	No Change Needed
	There is no analogue to low-pressure distribution for HL
	NA

	192.625
	Odorization.  There is no similar requirement in 195
	No Change Needed
	Odorant is not needed to be able to identify leaks for HL
	NA

	192.725
	Specifies test requirements for reactivating service lines.  No similar provision in 195
	No Change Needed
	There is no equivalent to the gas distribution service line/meter assembly in hazardous liquid pipelines
	NA

	192.753
	Specifies requirements for repair of caulked bell and spigot joints.  No similar provision in 195
	No Change Needed
	Requirements apply to cast iron pipe not used in HL service
	NA



	192.755
	Specifies requirements for protecting cast iron pipe.  No similar provisions in 195
	No Change Needed
	Requirements apply to cast iron pipe not used in HL service
	NA



	192.941
	Provides requirements for a reassessment method applicable only to low-pressure transmission lines.  No similar provision for HL
	No Change Needed
	All HL IM segments must be reassessed using the same methods.  Limited amount of low-pressure pipe and design to accommodate pigs make a low-pressure reassessment option unnecessary
	NA

	192.951
	Specifies requirements for submitting IM performance reports
	No Change Needed
	Performance reports for liquid IM are part of the annual report
	NA

	195.132
	195 includes design requirements for above-ground breakout tanks.  192 does not include such provisions
	No Change Needed
	Above-ground breakout tanks are only used for hazardous liquids.  There is no similar structure for gas.
	NA

	195.205
	195 includes requirements for repair/alteration of breakout tanks that have been in service.  192 does not include such provisions
	No Change Needed
	Breakout tanks are not used in gas transmission or distribution
	NA

	195.210
	Requires that HL pipeline location avoid areas including people and additional 12” depth of cover when within 50 feet of public buildings.  Not in 192.
	No Change Needed
	192.325 requires clearance from other underground structures.  49 USC 60104(e) states that DOT does not have authority to prescribe pipeline location or routing.
	NA

	195.264
	Specifies requirements for tank impoundments, venting and protection.  Not in 195.
	No Change Needed
	The requirements relate to breakout tanks, not used in gas service, and reflect concerns unique to liquids
	NA

	195.307
	Specifies requirements for testing of breakout tanks.  No similar provisions in 192
	No Change Needed
	Breakout tanks are not used in gas transmission or distribution
	NA

	195.432
	Specifies requirements for inspection of breakout tanks.  Not in 192
	No Change Needed
	Breakout tanks are not used in gas transmission or distribution
	NA

	195.553
	Defines terms applicable to subpart H, Corrosion Control.  There is no corresponding definitions section in 192 Subpart I
	No Change Needed
	The terms in 195.553 are defined elsewhere in 192 except for “buried.”  The term is considered self-evident and no change is needed to add a definition to 195
	NA

	195.565
	Provides requirements for CP for breakout tanks.  Not in 192
	No Change Needed
	Breakout tanks are not used in gas transmission or distribution
	NA

	195.60
	Requires operators of hazardous liquid pipeline facilities to provide reasonable assistance during DOT accident investigations
	Change Needed
	Ensure that, in addition to document production, all operators have an affirmative obligation to provide DOT with such other reasonable assistance as may be necessary during the performance of an accident investigation
	H

	192.353 through 192.379
	Provide requirements for customer service lines and meters for gas distribution customers.  Not in 195
	No Change Needed
	There is no equivalent to the gas distribution service line/meter assembly in hazardous liquid pipelines
	NA

	195.134, 195.444
	Requires that CPM leak detection systems, when used, must meet API standard.  Not in 192
	No Change Needed
	CPM leak detection is not applicable to gas systems
	NA

	192.901 through 192.949; 195.452
	Specify requirements for integrity management of gas transmission and HL.  No similar provisions for distribution.
	No Change Needed
	Will be addressed by forthcoming rule on distribution integrity management
	NA


